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CM-100C FOR BOXES AND 
CM-100E WITH ELEVATOR 
FOR TOPLIFTING ROOT-
CROPS
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Light and flexible 
machine with high 
tec solutions from 
Asa-Lift.

Hydraulic Root 
Cleaners - standard 
equipment.

02  

Hydraulic Torpedos 
- standard equip-
ment. 
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Split Hydraulic Sys-
tem: Pick-up belt, 
knives, and cylinder 
functions driven by 
pump - mounted 
directly on tractor.

- All other functions 
driven by Tractors 
hydraulics.
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Wheels 
10,0/75*15,3 DIM. 
H-760 W-264.
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CM-100C - BOX
A flexible box machine, with all the 
high quality trades of Asa-Lift.
 
Max Box Measures 1200*1200*1200

CM-100C
3-POINT LIFT 
MOUNTED MACHINE
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Low running costs 
- 
high reliability.

Manual speed 
control on all ro-
tating functions.
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Optimal lifting of 
root crops under all 
conditions.
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Well designed, 
light construction 
with a solid frame.
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Floating Knife 
System - Always 
Syncronized - Main-
tainance free.
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CM-100E - ELEVATOR
A flexible elevator machine, with all 
the high quality trades of Asa-Lift. 

Elevator 630mm wide - 1 pivot point

Unique compact 
knife system.
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CM-100E
3-POINT LIFT 
MOUNTED MACHINE

TECHNICAL SPECIFICATIONS

working speed:   3-8 km/h
deposit:    elevator or boxes
elevator height:   2,4-3,1 meters
max box measures: 1200*1200*1200
weight of machine: 1.4 tons
tractor requirements: 75HP  
transport width:  3,3meters
capacity:   ½-2 ha/10 hours
wheel dimensions:  10,0/75*15,3 
    H-760 W-264
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Our new flexible machines are available in 2 ver-
sions:

 - Elevator machine - CM-100E
 - Pallox machine - CM-100C

For both machines the standard equipment in-
cludes:

- Knife-system with new syncro drive
- Hydraulic torpedoes with anti-dive
- Hydraulic root cleaners
- Pick-up belts 5mm wearing surface
- Off-set share
- Manual speed controls
- Belts extended over knives
- Floating topping system
- Shear bolt protection on share arm
- Front cylinder for depth control
- 150mm share point
- Spring loaded belt cleaners

The demand for this type of machine has arised 
from more and more specialized producers in 
need of flexible machine, which can gently and 
efficiently harvest the expensive niche products.

The machine features a well designed construc-
tion with a strong frame. The use of high quality 
parts, which are made to last, makes a machine 
with low running costs and high reliability.

ASA-LIFT A/S
Metalvej 2 · DK-4180 
Sorø
Denmark

Phone  +45 5786 0700
Fax +45 5786 0707

asa@asa-lift.com
www.asa-lift.com

NEXT GENERATION 
FLEXIBLE TOPLIFTER 
FROM ASA-LIFT

CM-100
Type: Liftmounted 
Deposit:  Elevator or box
Rows: 1
Min. Working Width:  28-30cm
Recommended Tractor:  75 HP
Kilometers per Hour:  3-5

This machine is produced in a limit-
ed number, and only available when 

in stock.


